M052-VD60-001

Mini Vandalproof Dome Camera

¢ Thank you for choosing our high quality cameras,
Before attempting to connect or operate it, please read and follow these instructions.

GENERAL

These CCD video cameras employ a 1/3” Sony Super HAD CCD solid-statc imaging
device which provide superior performance.

These cameras can be easily in mostly indoor locations along with its very low current
consumption of 100mA or less

These cameras are not only easy to install but achieve an excellent reliability record

ACCESSORIES FURNISHED

Accessories | DIY cable| Screw | Instruction Manual | Mounting Guide SeStC rew Wrench
Q'ty - 4 1 1 1 1
Options 1 - - - - -

SPECIFICATIONS

Signal Format NTSC | PAL | NTsc | PAL
Image Sensor 1/3” Sony Super HAD CCD
Scanning System 2:1 Interlace
Scanning Frequency H:15.734 KHz, V:59.94 Hz | H:15.625 KHz, V:50 Hz | H: 15.734 KHz, V:59.94 Hz | H: 15.625 KHz, V:50 Hz
Total Pixels 537(H) x 505(V) 537(H) x 597(V) 811(H) x 508(V) 795(H) * 596(V)
Effective Pixels 510(H) x 492(V) 500(H) x 582(V) 768(H) < 494(V) 752(H) x 582(V)
Horizontal Resolution 380 TV Lines 550 TV Lines
Electronic Shutter Speed 1/60 —Alltll'):a(;llo: sec 1/50 - 1/100,0:[)0 sec | 1/60 ;:1/100,02? sec | 1/50 ;\;{l:?agl‘):l) sec
S/N Ratio More than 45 dB ( AGC Off )
Sensitivity (EX(\’/.izvl;Lll))foq3I?quR/EF@';u:Fezplloate) 0.05 Lux / Faceplate
Gamma v =0.45
Sync System Internal
Video Output 1 Vp-p Composite 75Q Unbalanced
Power Supply DC 12V £10% / Max 100mA
Lens Fitted Board

Day & Night, Audio Day & Night, Audio, Mirror
Options

When Audio is on, IP66 is off

Dimensions 2 81 x 63 mm
Operating Temperature -10c -~ +50 C
Storage Temperature -20C -~ +60 T

Face plate:Point at the CCD without obstruction of light from any other material.
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